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AXC F 1252 – CHANGE NOTES

Application note 

1 General information
This document contains all changes made between firm-
ware version 2025.6.1 and the current firmware version of 
the AXC F 1252 controller (item no. 1646469). 
Current firmware version: 2026.0.5 LTS

Observe the following general notes:

Toolchain

To be able to use all new functions of a firmware version, 
always use all elements of the PLCnext Technology tool-
chain in the same version. The toolchain includes, for ex-
ample, PLCnext Engineer, SDK and PLCnCLI.

Documentation

– Make sure you always use the latest documentation. 
It can be downloaded at
phoenixcontact.com/product/1646469.

– Further information on the PLCnext Runtime and 
programming can be found under
plcnext.help

– Further information on security in the context of 
PLCnext Technology can be found under
security.plcnext.helpFirmware version 2025.6.1
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4 Changes in firmware version 
2026.0.5 LTS

This section describes changes made between firmware 
version 2026.0.4 LTS and firmware version 2026.0.5 LTS.
All parts of the previously released version are included in 
the current version.

To be able to use all new functions of the firmware, 
you need PLCnext Engineer version 2026.0 LTS or 
newer.
Select the latest template for firmware version 
2026.0 LTS in the PLCnext Engineer project.

4.1 New functions

System

The device can be reset to default settings without losing 
its network configuration. This function can only be exe-
cuted using the command “sudo recover-plcnext 4”.

4.2 Error corrections

EHMI

A “SIGSEGV” could occur in an eHMI context after execut-
ing “Download Changes” (“Write and Start Project 
Changes” in PLCnext Engineer).

GDS

Forcing of global variables connected to process data 
items was not possible when the data types differed.

OPC UA

– An invalid “Source-Timestamp” occurred for the 
“Retain” variable of the OPC UA alarm structure.

– A “SIGSEGV” error could occur between the calls to 
“DeleteSubscriptions” and “ModifyMonitoredItems” 
due to a race condition.

WBM

After updating a Chromium-based web browser on the PC 
the drop-down lists in the WBM could no longer be 
operated. This has been observed with Microsoft 
Edge from version 149.0.4022.52 as well as with Google 
Chrome from version 149.0.7827.54. 
This known issue has been fixed.

4.3 Known limitations and errors

The known limitations and errors can be found in the 
PLCnext Info Center at:
https://www.plcnext.help/te/Known_issues.htm
Here you will find a constantly updated overview of 
all known issues.

4.4 Security updates

A list of Common Vulnerabilities and Exposures (CVEs) as 
well as issues that are fixed with this firmware version is 
published in the PLCnext Technology ‒ Info Center. If ad-
ditional CVEs are published or verified as resolved after 
the firmware release, they are added to this list accord-
ingly. These updates are marked to ensure transparency 
and traceability. The list will continuously be maintained 
and updated.
Please refer to the following link for the most current ver-
sion of the CVE list:
https://www.plcnext.help/
Vulnerabilities_AXC_F_1252.htm

For more information about the specified CVE numbers, 
see:
–  https://nvd.nist.gov/vuln
–  https://cert.vde.com 
Information on the Phoenix Contact “PSIRT” can be found 
at:  https://www.phoenixcontact.com/psirt 

Gnutls

– CVE-2026-42009

OpenSSL

– CVE-2026-34182 
– CVE-2026-7383 
– CVE-2026-9076 
– CVE-2026-34180 
– CVE-2026-45445 
– CVE-2026-42766 
– CVE-2026-42767 
– CVE-2026-45446 
– CVE-2026-42770 
– CVE-2026-45447

Nginx

– CVE-2026-1642 
– CVE-2026-9256

https://www.plcnext.help/te/Known_issues.htm
https://www.plcnext.help/Vulnerabilities_AXC_F_1252.htm
https://nvd.nist.gov/vuln
https://cert.vde.com
https://www.phoenixcontact.com/psirt
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5 Changes in firmware version 
2026.0.4 LTS

This section describes changes made between firmware 
version 2026.0.3 LTS and firmware version 2026.0.4 LTS.
All parts of the previously released version are included in 
the current version.

To be able to use all new functions of the firmware, 
you need PLCnext Engineer version 2026.0 LTS or 
newer.
Select the latest template for firmware version 
2026.0 LTS in the PLCnext Engineer project.

5.1 Error corrections

Backup & Restore

Backup and Restore of the selected “App Data” option did 
not work for “secure-by-default” devices.

DataLogger

Deleting a trigger-based, bounded “DataLogger” session 
could cause an exception.

EHMI

An array defined with a starting index of 1 that is used for 
eHMI addressing caused a system watchdog.The eHMI 
array access incorrectly assumed a starting index of 0.

OPC UA

No timestamps were generated for OPC UA alarms.

PLC

“PLC-RUN” after “PLC-HALT” at a breakpoint did not work 
for non-“Admin” user roles such as “Engineer” or 
“Service”.

System

The custom signal handler in the main process of the firm-
ware incorrectly intercepted fatal signals (e.g. SIGSEGV 
and SIGKILL replacement paths). This prevented the ker-
nel from generating a core dump for diagnostic purposes.

UM

The API of the “IStatusInfoService” was not publicly avail-
able in the SDK.

5.2 Known limitations and errors

The known limitations and errors can be found in the 
PLCnext Info Center at:
https://www.plcnext.help/te/Known_issues.htm
Here you will find a constantly updated overview of 
all known issues.

5.3 Security updates

The following security updates have been made in this re-
lease. For more information about the specified CVE num-
bers, see:
–  https://nvd.nist.gov/vuln
–  https://cert.vde.com 
Information on the Phoenix Contact “PSIRT” can be found 
at:  https://www.phoenixcontact.com/psirt 

App

PLCnext Technology Apps using containers could not ac-
cess the gRPC interface because the role “app_user” is no 
longer a member of the “plcnext” group for “secure-by-
default” devices.

Backup & Restore

– During decryption of an encrypted backup, a WBM 
alert containing internal security-related information 
was triggered when a user entered an incorrect pass-
word.

– During backup creation it was possible to set an en-
cryption password with the length of one character.

Curl

– CVE-2026-4873 
– CVE-2026-5545 
– CVE-2026-5773 
– CVE-2026-6253 
– CVE-2026-6276 
– CVE-2026-6429 
– CVE-2026-7168 
– CVE-2026-1965 
– CVE-2026-3783 
– CVE-2026-3784

Expat

– CVE-2026-45186

Gnutls

– CVE-2026-3833 
– CVE-2026-33845

https://www.plcnext.help/te/Known_issues.htm
https://nvd.nist.gov/vuln
https://cert.vde.com
https://www.phoenixcontact.com/psirt
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– CVE-2026-3832
– CVE-2026-42010

Kernel

– CVE-2026-46300
– CVE-2026-43186

Libexpat

– CVE-2026-41080
– CVE-2026-32777
– CVE-2026-32776
– CVE-2026-32778

Openssh

Support of the obsolete “+ssh-rsa” algorithm has now 
been removed. In order to maintain compatibility with 
older clients, the algorithm was explicitly reactivated in 
previous updates, despite being communicated as re-
moved.

Rsync

– CVE-2026-43617
– CVE-2026-45232
– CVE-2026-43619
– CVE-2026-43620
– CVE-2026-41035
– CVE-2026-43618
– CVE-2026-29518

RSC file service

Read/write access to app directories via the RSC service 
“Read/Write” was denied on “secure-by-default” devices.
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6 Changes in firmware version 
2026.0.3 LTS

This section describes changes made between firmware 
version 2026.0.1 LTS and firmware version 2026.0.3 LTS.
All parts of the previously released version are included in 
the current version.

To be able to use all new functions of the firmware, 
you need PLCnext Engineer version 2026.0 LTS or 
newer.
Select the latest template for firmware version 
2026.0 LTS in the PLCnext Engineer project.

6.1 Error corrections

Backup & Restore

Certificates were not backed up during the backup and re-
store process, although this option had been selected.

6.2 Known limitations and errors

The known limitations and errors can be found in the 
PLCnext Info Center at:
https://www.plcnext.help/te/Known_issues.htm
Here you will find a constantly updated overview of 
all known issues.

6.3 Security updates

The following security updates have been made in this re-
lease. For more information about the specified CVE num-
bers, see:
–  https://nvd.nist.gov/vuln
–  https://cert.vde.com 
Information on the Phoenix Contact “PSIRT” can be found 
at:  https://www.phoenixcontact.com/psirt 

ACF

– CVE-2025-41670

Glibc

– CVE-2026-4438 
– CVE-2026-4437 
– CVE-2026-4046 

Kernel

– CVE-2026-31431
– CVE-2026-43037
– CVE-2026-43038
– CVE-2026-43284

Libssh

– CVE-2025-5987 
– CVE-2026-3731

Nghttp2

– CVE-2026-27135

NTP

Via web-based management service any parameters for 
the NTP/chrony configuration could be written to the con-
figuration file and applied accordingly.

Openssh

– CVE-2026-35386 
– CVE-2026-35385 
– CVE-2026-35414 
– CVE-2026-35387 
– CVE-2026-35388 

Openssl

– CVE-2026-31790 
– CVE-2026-28390 
– CVE-2026-28389 
– CVE-2026-28388 
– CVE-2026-28387 
– CVE-2026-31789 

Python

– CVE-2025-13837
– CVE-2025-12084
– CVE-2025-13836

https://www.plcnext.help/te/Known_issues.htm
https://nvd.nist.gov/vuln
https://cert.vde.com
https://www.phoenixcontact.com/psirt
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7 Changes in firmware version 
2026.0.1 LTS

This section describes changes made between firmware 
version 2025.6.1 and firmware version 2026.0.1 LTS.
All parts of the previously released version are included in 
the current version.

To be able to use all new functions of the firmware, 
you need PLCnext Engineer version 2026.0 LTS or 
newer.
Select the latest template for firmware version 
2026.0 LTS in the PLCnext Engineer project.

7.1 New functions

Article

A PLCnext Engineer Simulation has been created for the 
AXC F 1252. It can be downloaded at 
https://www.phoenixcontact.com/en-pc/products/
software-plcnext-engineer-1046008.

Backup & Restore

The backup file can be encrypted with a password and up-
loaded to the PC as well as downloaded from the PC. 
Backup archives can only be restored to that PLC type and 
firmware version the archive was created with.

DataLogger

Several occurrences of the trigger condition can be re-
corded in case of a Datalogger session with a trigger con-
dition.

PLCnext Apps

– PLCnext Apps can be signed to detect tampering. By 
default the signature of each installed app is checked 
at firmware startup. The signature check can be con-
figured at the folder “Configuration” of the WBM page 
“System - App management”. The signature check is 
enabled by default and Phoenix Contact recommends 
keeping it enabled. If an app without signature was in-
stalled and started before updating the firmware, it is 
started anyhow. Via WBM it can be stopped and unin-
stalled but not started again as long as the signature 
check is active.

– The app part “engineerapp” supports a new Boolean 
attribute “useAppPersistentDir”. For more details re-
fer to the PLCnext Store Info Center. The firmware 
now supports persistent project data of this app.

– “StrongSwan” can now be controlled from rootless 
PLCnext Technology Apps.

RSC

– Rework old eCLR remoting services into RSC services 
to enable secure communication when debugging C# 
code.

– Introducing a new public RSC service 
“IVariableBrowseService” that supports browsing all 
variables:
– Instance variables (program and component vari-

ables)
– I/O variables provided by pluggable I/O compo-

nents
– The new RSC service “ISoftwareUpdate” has been im-

plemented.

Security

– Security hardening of “*.rauc” container handling.
– Security hardening of RSC services.
– UserManager and gRPC provide additional session in-

formation:  
– Query/list the roles on the controller
– List of roles in the current session

System Monitoring and Watchdog

The free space at the RW partition is monitored. A 
“reserve” file has been introduced that reserves a certain 
amount of space. In case of low memory a SWD (system 
watchdog) occurs. Upon the following reboot this reserve 
is removed to ease investigation of this SWD and the cause 
for this low memory situation. This feature can be config-
ured (even disabled completely) via “/opt/plcnext/config/
System/Monitoring/*.wdg.config”.

WBM

– A new ESM diagnostics page is implemented. One tab 
displays ESM statistics and task information and an-
other tab displays a table of ESM exceptions. 

– The WBM is extended by the functionality of the 
“NetNames” tool with a WBM-like user interface. A 
separate license (https://www.plcnextstore.com/per-
malinks/apps/latest/60002172001084) is required 
to activate this new functionality. This implementa-
tion adds a “Netnames” tab to the WBM page 
“PROFINET”. The Netnames functions can be execut-
ed via the PROFINET controller network adapter of the 
PLC.

https://www.phoenixcontact.com/en-pc/products/software-plcnext-engineer-1046008
https://www.phoenixcontact.com/en-pc/products/software-plcnext-engineer-1046008
https://www.plcnextstore.com/permalinks/apps/latest/60002172001084
https://www.plcnextstore.com/permalinks/apps/latest/60002172001084
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– On the WBM page “License Management”, a new tab 
called “CONTAINER MANAGEMENT” was added. It 
enables the creation of third-party license containers 
(CmContainers) by uploading supported license infor-
mation files (*.WibuCmLif) to the device. In a next step 
this container can be selected when adding licenses 
via the “Offline Activation” tab. This functionality is 
only available if CodeMeter Runtime is supported.

– The firmware is equipped with the Trust Stores 
“PLCnext Store Developer” and “PLCnext Store” that 
contain the necessary certificates to perform the sig-
nature check of PLCnext Apps.

7.2 Changes

App

The installation of containerized apps has been optimized 
to use less memory.

SDK and ACF configuration

– Security hardening of process capabilities with the fol-
lowing consequences:
– When defining processes in the ACF configuration 

these processes are limited to the capabilities: 
CAP_NET_BIND_SERVICE, CAP_NET_ADMIN, 
CAP_NET_RAW, CAP_IPC_LOCK and CAP_SYS-
_NICE. If a Linux function is used that requires a 
capability, this capability must be configured us-
ing the “name” attribute of the “Process” element 
in the ACF configuration, too. If this ACF configu-
ration belongs to a PLCnext Technology App, ad-
ditionally the capabilities CAP_SYS_BOOT and 
CAP_SYS_TIME can be used. Other Linux capabil-
ities cannot be used.

– When programming ACF components (either in-
cluded by /opt/plcnext/projects/Default/De-
fault.acf.config or as part of a PLCnext Technology 
App) use only such Linux features that are al-
lowed by the Linux capabilities 
CAP_NET_BIND_SERVICE, CAP_NET_ADMIN, 
CAP_NET_RAW, CAP_IPC_LOCK or 
CAP_SYS_NICE. User-defined processes are lim-
ited to these capabilities. In case of 
PLCnext Technology App, additionally the capa-
bilities CAP_SYS_BOOT and CAP_SYS_TIME can 
be used.  In future firmware releases the process-
es executing these component instances may be 
restricted further.

– For security reasons file permissions are restrict-
ed and will probably be even more restricted in fu-
ture firmware versions. Therefore, 
Phoenix Contact recommends that ACF compo-
nents do write only to files in the folder 

/opt/plcnext/custom, consider a dedicated sub-
folder for each component instance. In case of 
PLCnext Apps writing files shall be limited to fold-
ers $ARP_PATH_APPS_DATA_DIR$ and 
$ARP_PATH_APPS_TEMP_DIR$.

IEC 61131-3

In combination with PLCnext Engineer 2026.0.1 LTS and 
newer, the TLS_*_2 function blocks were optimized in 
terms of real-time and performance.

Licenses

The WIBU CodeMeter Runtime has been updated to ver-
sion 8.40.

NGINX web server

The Diffie-Hellman groups comply with the recommenda-
tion of the German BSI (Bundesamt für Sicherheit in der 
Informationstechnik).

PLCnext Store

StoreConnector will automatically disconnect after a con-
figurable timespan. Using the WBM, it is also possible to 
reconnect to the PLCnext Store via internet.

Rest API

The success response for requesting an “access-token” 
has been extended by an “expires_in” parameter. This pa-
rameter indicates the number of seconds after which the 
session will become invalid if no data request is sent.

System

– New “User IDs” have been introduced for articles that 
support “Secure-by-default”. Each existing 
“GroupID” now has a unique “UserID” to ensure that 
the process separation is effectively working (includ-
ing setting different permissions).
Attention: 
– After updating to this firmware a “Reset to factory 

defaults (type 1)” needs to be performed.
– The “Reset to factory defaults (type 1)” in this 

case may only work with the “reset” button at the 
housing of the device (see AXC F 1252 user man-
ual).

– The timeout for the startup of ACF processes has been 
increased to 12 seconds. Likewise, the shutdown tim-
eout has been increased to 6 seconds.

WBM

The configuration of a NTP server has been extended with 
the parameters “polltarget” and “iburst”.
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7.3 Error corrections

Backup and restore

– A restore of a backup of a PLC project with included 
“PlcnextBase” library could lead to a crash.

– The system hung when attempting a restore with op-
tion “Engineer project” selected although the archive 
does not contain a PLCnext Engineer project.

DataLogger

– In case of a DataLogger session with trigger condition, 
the DataLogger ignored the configured “maxFileSize” 
and instead used a calculated size. The calculation of 
this size was wrong. Now the user configured 
“maxFileSize” is always used.

– If in a DataLogger session with trigger condition a 
“publishInterval” was configured to a value higher 
than the cycle time of an ESM cyclic task, incorrect 
post-cycles could be recorded. 

Download changes (PLCnext Engineer)

In case the PLC refused a “Download Changes” operation, 
the project directory permissions were not restored cor-
rectly.

eCLR Runtime

– The PLC system variable “PNIO_DIAG_AVAILABLE” 
was missing.

– When using curly brackets in the text, the eCLR “Log” 
class caused an exception.

– The ST code breakpoint handling in combination with 
programmed loops was not correct.

– The project integrity warning in the WBM was not 
plausible if the root certificate for code signing did not 
fulfill all relevant criteria.

Firewall

– The firmware saves the firewall rules configured via 
the WBM in an SQL database. Due to a damaged fire-
wall database, the controller became inaccessible via 
network communication. This damage may have been 
caused by switching the power supply off and on very 
frequently and quickly. To reduce the occurrence of 
this issue in the future, the code that accesses the 
firewall database has been optimized. The firewall da-
tabase now remains closed most of the time and is 
only opened when required, for example while the 
firewall is being configured at firmware start or when 
firewall rules are changed via the WBM.

GDS

Faulty behavior occurred in case of forcing “IN” variables 
of a “DI module”: If any variable of a “DI module” was 
forced to “TRUE”, all other variables were reset to 
“FALSE”.

INTERBUS

In combination with the “AXC F IL ADAPT” and when a 
short INTERBUS was configured (e.g. only one “IL DO 2” 
module) and the INTERBUS baud rate was configured to 2 
Mbaud, many errors were written to the log file by the 
component 
“Arp.Io.Modules.Interbus.MasterAccess.Internal.IbMast
erLog”.

Logic Analyzer (PLCnext Engineer)

Online values of global variables were displayed incor-
rectly in the PLCnext Engineer Logic Analyzer.

Modbus client

The usage of function code “FC23” caused a communica-
tion error with error code  “0x2002”.

OPC UA server

Due to string processing in logging of OPC UA messages a 
“SIGSEGV” exception could occur.

Proficloud

– The sampling time configured in the WBM for the 
Proficloud TSD service was not working correctly. 

– A “ProfiCloudV3” communication caused a “SigSegV” 
exception when publishing data during frequent dis-
connect/reconnect attempts of the connection.

PROFINET

– The local PROFINET stack configuration 
“PnS.local.config” could be modified without root ac-
cess.

– A link to the WBM of a device could not be opened in 
the PN device list of the PROFINET diagnostics.

– In very rare cases, a SIGSEGV may occur in combina-
tion with S2 redundancy and an active WBM 
PROFINET diagnostics page if one of the redundancy 
controllers experiences connection losses to the 
PROFINET devices.

SDK

The firmware can retrieve a “targetIdentifier” for each ACF 
component, which represents the target of the SDK used 
to compile that component. This “targetIdentifier” may be 
incorrect, if it has not been set in the constructor of the re-
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lated library class by calling the 
method SetSdkBuildInfo(ARP_VERSION_BUILT, 
ARP_ABI_VERSION_NAME, 
ARP_TARGET_IDENTIFIER) of the library base class. This 
method was introduced with firmware 2026.0 LTS. 
Note that for ACF projects created with PLCnext Technol-
ogy Toolchain 2026.0 and newer, this call will be included 
in the generated code.

System

– With the Security Profile activated, an unexpected ex-
haustion of memory resource occurred in small appli-
cations using a PROFINET Controller and an active 
PLCnext Store connection.

– If the autoneg port option of a remote port (eg. switch) 
was disabled, link issues occurred on the PLC network 
port.

– A task watchdog of an EventTask was not handled cor-
rectly.

– Sporadically, the firmware executed the “warm re-
start” event task instead of the “cold restart” task af-
ter detecting damage to the retain data. In each case, 
the retain data was reset to its initial values.

WBM

– The Project Integrity page did not show user changes 
after a modification. It was unclear whether the new 
settings had been applied.

– On the “Web services” page in the Configuration ar-
ea, “Unsaved Changes” remained in the headline al-
though saving was previously confirmed with “SAVE 
AND APPLY PAGE”.

– Sometimes buttons overlapped in the “Apps” win-
dow.

– System dates around the turn of the year (last days of 
December or fist days of January) were not displayed 
correctly in the WBM (pages cockpit and date/time).

– The password generation page for the SD card encryp-
tion was not correct: The password in plain text was 
displayed shifted and the “Copy to clipboard” button 
did not work.

– The table overview of PROFINET devices in the WBM 
PROFINET diagnostics incorrectly changed its column 
width depending on the content to be displayed.

– The “BACK” button on the WBM start page for “Back-
up & Restore” had no function.

– In the WBM menu for configuring an external SD card, 
it was not possible to click “CANCEL” if the recovery 
passwords for the SD card to be encrypted did not 
match.

– If the “Password ruleset” was changed from “Admin 
rules” to “Default rules” in the “PASSWORD POLICY” 
tab, “Unsaved changes” was incorrectly displayed.

– The DNS server IP address in the “LAN INTERFACES” 
tab was not validated correctly.

– The workflow of changing the default password was 
incorrect. The explanation in the dialog was unclear.

– The login to the WBM was not possible when a mobile-
connection was used (for example LTE).

– The value “0.0.0.0” of a DNS server IP address was 
not accepted to be a valid value.

7.4 Known limitations and errors

The known limitations and errors can be found in the 
PLCnext Info Center at:
https://www.plcnext.help/te/Known_issues.htm
Here you will find a constantly updated overview of 
all known issues.

7.5 Security updates

The following security updates have been made in this re-
lease. For more information about the specified CVE num-
bers, see:
–  https://nvd.nist.gov/vuln
–  https://cert.vde.com 
Information on the Phoenix Contact “PSIRT” can be found 
at:  https://www.phoenixcontact.com/psirt 

Backup and Restore

– The certificates from the Identity Store were not 
saved within a backup file.

– Restoring a manipulated backup file led to an excep-
tion and system watchdog.

Curl

– CVE-2025-14017 
– CVE-2025-0167 
– CVE-2025-5025
– CVE-2025-15079 
– CVE-2025-14819 
– CVE-2025-14524 
– CVE-2025-10148 
– CVE-2025-15224

DPKG

– CVE-2025-6297

https://www.plcnext.help/te/Known_issues.htm
https://nvd.nist.gov/vuln
https://cert.vde.com
https://www.phoenixcontact.com/psirt
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Git

– CVE-2025-48384

Glib

– CVE-2025-14512 
– CVE-2025-13601 
– CVE-2025-14087 
– CVE-2025-3360 
– CVE-2025-4373 
– CVE-2025-7039 
– CVE-2025-6052

Glibc

– CVE-2025-15281 
– CVE-2026-0861 
– CVE-2026-0915 
– CVE-2025-8058 
– CVE-2025-5702

Gnutls

– CVE-2025-32989 
– CVE-2025-32988 
– CVE-2025-32990 
– CVE-2025-6395 
– CVE-2025-32988

GRPC

– CVE-2024-11407 
– CVE-2024-7246

Libxpat

– CVE-2026-24515 
– CVE-2025-59375

Libssh

– CVE-2025-8114 
– CVE-2025-5351

Libtasn

– CVE-2025-13151

Libxml

– CVE-2025-7425

Ncurses

– CVE-2025-6141

Nginx

– CVE-2025-23419 
– CVE-2025-53859

Openssh

– CVE-2025-61985 
– CVE-2025-61984 
– CVE-2025-32728

Openssl

– CVE-2026-22796 
– CVE-2026-22795 
– CVE-2025-69421 
– CVE-2025-69420 
– CVE-2025-69419 
– CVE-2025-69418 
– CVE-2025-68160 
– CVE-2025-15467 
– CVE-2025-9230 
– CVE-2025-9232

OpenVPN

– CVE-2025-13086

PROFINET

A malformed LLDP frame could cause a crash (stack over-
flow) and potential code execution.

Rapidjson

– CVE-2024-39684

RSC

– A manipulated message interrupted the RSC commu-
nication to the PLCnext Engineer. In addition, the in-
ternal CPU system load increased up to 100 %.

– Calls to internal RSC services without SecurityStub 
were allowed if the providing component was running 
in another process than the RscGateway.

Rsync

– CVE-2025-10158

System

– By activating the remote gRPC server, it was possible 
to use every available endpoint without authentica-
tion. This includes for example reading and writing 
GDS variables, as well as restarting the device, and 
processing a factory reset.
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– Missing certificates in case of project integrity in the 
Trust Store Code Signing led to unclear security notifi-
cations.

– On articles with “Secure by default” configuration the 
“GRPC” rights configuration prevented apps to work 
properly.

– Writing primitive variables using 
“IDataAccessService::Write” instead of 
“IDataAccessService::WriteSingle”, the additional in-
formation “from <oldValue> to <newValue>” was 
missing in the corresponding security notification.

– The AppManager did not lock the loading of an app in 
time to prevent the PlcManager from loading the eCLR 
project. This led to an impairment of cybersecurity, as 
the loaded code could still be executed in the event of 
an expired license.

– The Arp firmware main service running on the Linux 
operating system with the privileged user 
“plcnext_firmware” included configuration files from 
locations on the file system where low-privileged us-
ers who were members of the “plcnext Linux group” 
had write access. 

– The WBM allowed a low-privileged Engineer user to 
install additional applications on the device that were 
downloaded from the PLCnext Store without verifying 
the data integrity. This could have enabled the Engi-
neer user to reach arbitrary code execution with root 
privileges on the PLC device. 

– A standard user on the device was able to access any 
files on the device. This situation was caused by mis-
configured sudo permissions associated with the 
“nft” binary.

– In case of user handling some notifications showed in-
ternal user-related information.

Sqlite

– CVE-2025-6965
– CVE-2025-7709 
– CVE-2025-52099

WBM

– CVE-2025-41771
– The WBM certificate management was unable to add 

PEM certificates which contained “CRLF” instead of 
“LF”.

– In LDAP/LDAPs WBM configuration, a port setting was 
not reset to default if the port was removed on existing 
configurations.

– In connection with certificate management, security 
notifications were not generated anymore.



AXC F 1252 – CHANGE NOTES

112303_en_04 13 / 13Phoenix Contact GmbH & Co. KG • Flachsmarktstraße 8 • 32825 Blomberg • Germany
phoenixcontact.com

8 Release notes
This section contains important information about the first 
firmware release for the AXC F 1252 which is initially sup-
plied with the product.

To be able to use all new functions of this firmware 
when working with PLCnext Engineer, you need 
PLCnext Engineer version 2025.6 or newer.
Select the latest template for firmware version 
2025.6 in the PLCnext Engineer project.

User management and passwords

– Users with an assigned user  role "Admin" cannot 
download files into certain directories (e.g. /opt/plc-
next/custom or /opt/plcnext/projects/PCWE). This is 
different to the generic PLCnext user "admin" which 
can download files to the device.

– When setting a new password, the password policy 
obligates that the latest 5 passwords cannot be used. 
When the PLC is power off and on again the current 
date and time of the PLC are reset because this PLC 
does not feature a battery buffered real time clock. 
Consequently, the firmware cannot determine reliably 
the latest 5 passwords.

– In an upcoming firmware release the Linux user ID 
and group ID need to be refactored. As this will most 
probably lead to incompatibilities, after updating to 
that firmware a "Reset to factory defaults (type 1)" 
needs to be performed. Please check the change 
notes for the next firmware releases for details.

Memory utilization

If the internal parameterization memory is nearly occu-
pied the PLC may crash. In this cases a "Reset to factory 
defaults (type 1)" needs to be performed. Unfortunately, 
this will also remove the log files and consequently im-
pedes searching the logs for the reason why so much 
memory is being used. 

Ethernet

With some Ethernet devices no connection link can be es-
tablished. This has been observed if the communication 
partner (e.g. a LAN switch) did not use "auto negotiation" 
for setting the speed mode and duplex mode. Therefore, it 
is recommended to use only switches that feature "auto 
negotiation" and is configured to use it.

PROFINET

For PROFINET controller function, the minimum cycle 
times are 8 ms (with 4 devices) and 32 ms (with 16 de-
vices). With a future firmware version these minimum 
cycle times will improve.

INTERBUS

In combination with the AXC F IL ADAPT extension when a 
short INTERBUS line is configured (e.g. only one IL DO 2) 
and the read baud rate is configured to 2 MBaud, many er-
rors are written to the log file by component "Arp.Io.Mod-
ules.Interbus.MasterAccess.Internal.IbMasterLog".

8.1 Known limitations and errors

The known limitations and errors can be found in the 
PLCnext Technology – Info Center at:
https://www.plcnext.help/te/Known_issues.htm
There you will find a constantly updated overview of 
all known issues.

8.2 Security updates

The following security updates have been made in this re-
lease. For more information about the specified CVE num-
bers, see:
–  https://nvd.nist.gov/vuln
–  https://cert.vde.com 
Information on the Phoenix Contact “PSIRT” can be found 
at:  https://www.phoenixcontact.com/psirt 

https://www.plcnext.help/te/Known_issues.htm
https://nvd.nist.gov/vuln
https://cert.vde.com
https://www.phoenixcontact.com/psirt
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